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NEW PRODUCT LAUNCH
WIRELESS CHARGING RANGE

Category 
Prefix

Part Number Product Name Description Svh. 25.5%

C- WC01 Surface mount waterproof charger  Fully encapsulated and sealed to withstand the onboard environment, enabling you to charge your 
devices (phone or tablet) without using cables.

Waterproof – IP65 rating
Hard wearing materials

Input: 12/24V at 2A
Output 10W

Compatible with most wireless charging phones
Black

Product Size: 67.5mm x 17.5mm
Cutout 59mm

66,57 €

C- WC02 Hidden mounted with phone holder QI wireless charger
Hard wearing materials

Input: 12/24V or 2A
Output 5W/7.5W/10W

Compatible with most wireless charging phones
Transmission distance 14mm (max)

Panel thickness 6mm (max) when using holder
Size: 80 mm x 14mm

91,53 €

C- WC02/1 Hidden mounted without phone holder QI wireless charger
Hard wearing materials

Input: 12/24V or 2A
Output 5W/7.5W/10W

Compatible with most wireless charging phones
Transmission distance 14mm (max)

Size: 80 mm x 14mm

74,89 €

C- WC03 Long range Hidden mounted with phone 
holder

QI wireless charger
Hard wearing materials

Input: 12V or 2A
Output 5W/7.5W/10W

Compatible with most wireless charging phones
Transmission distance 15-30 mm (max)

Panel thickness 8-23 mm (max) when using holder
Size: 105 mm x 17mm

124,81 €

C- WC03/1 Long range Hidden mounted without 
phone holder

QI wireless charger
Hard wearing materials

Input: 12V or 2A
Output 5W/7.5W/10W

Compatible with most wireless charging phones
Transmission distance 15-30 mm (max)

Size: 105 mm x 17mm

10,19 €

VALUE PRODUCT RANGE
DG SERIES CABLE GLANDS

Category 
Prefix

Part Number Product Name Description

DG Series Cable Glands
A1- DG8PB DG8 Waterproof Black Plastic Cable 

Gland
3 preformed bungs included for pass-through cable.  
Dimensions: 35 x 12 mm Max Connector size: 8mm Max cable size: 6mm Min cable size: 2mm 

10,19 €

A1- DG20PB DG20 Waterproof Black Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm 

18,70 €

A1- DG21PB DG21 Waterproof Black Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 9 mm Min cable size: 4.5mm 

21,80 €

A1- DG22PB DG22 Waterproof Black Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 14 mm Min cable size: 9mm 

21,80 €

A1- DG30PB DG30 Waterproof Black Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 60 x 19 mm Max Connector size: 30mm Max cable size: 25mm 

22,46 €

A1- DG40PB DG40 Waterproof Black Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 70 x 19 mm Max Connector size: 40mm Max cable size: 36mm 

24,52 €

A1- DG45PB DG45 Waterproof Black Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 70 x 19 mm Connector size: 40mm Max cable size: 15 mm Min cable size: 12mm 

24,52 €

Svh. 25.5%

PREMIUM PRODUCT RANGE
DG SERIES CABLE GLANDS

Category 
Prefix

Part Number Description

DG Series Cable Glands - Grey Plastic
A1- DG8P DG8 Waterproof Grey Plastic Cable Gland 3 preformed bungs included for pass-through cable.  

Dimensions: 35 x 12 mm Max Connector size: 8mm Max cable size: 6mm Min cable size: 2mm 
11,34 €

A1- DG20P DG20 Waterproof Grey Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm 

21,20 €

A1- DG21P DG21 Waterproof Grey Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 9 mm Min cable size: 4.5mm 

24,21 €

A1- DG22P DG22 Waterproof Grey Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 14 mm Min cable size: 9mm 

24,21 €

A1- DG30P DG30 Waterproof Grey Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 60 x 19 mm Max Connector size: 30mm Max cable size: 25mm 

24,98 €



A1- DG40P DG40 Waterproof Grey Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 70 x 19 mm Max Connector size: 40mm Max cable size: 36mm 

27,25 €

A1- DG45P DG45 Waterproof Grey Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 70 x 19 mm Connector size: 40mm Max cable size: 15 mm Min cable size: 12mm 

27,25 €

DG Series Cable Glands - White Plastic
A1- DG8PW DG8 Waterproof  White Plastic Cable 

Gland
3 preformed bungs included for pass-through cable.  
Dimensions: 35 x 12 mm Max Connector size: 8mm Max cable size: 6mm Min cable size: 2mm 

12,85 €

A1- DG20PW DG20 Waterproof White  Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm 

22,71 €

A1- DG21PW DG21 Waterproof White Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 9 mm Min cable size: 4.5mm 

26,48 €

A1- DG22PW DG22 Waterproof White Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 14 mm Min cable size: 9mm 

26,49 €

A1- DG30PW DG30 Waterproof White Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 60 x 19 mm Max Connector size: 30mm Max cable size: 25mm 

26,51 €

A1- DG40PW DG40 Waterproof White Plastic Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 70 x 19 mm Max Connector size: 40mm Max cable size: 36mm 

29,52 €

A1- DG45PW DG45 Waterproof White Plastic Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 70 x 19 mm Connector size: 40mm Max cable size: 15 mm Min cable size: 12mm 

29,52 €

DG Series Cable Glands - Aluminium
A1- DG8A DG8 Waterproof Aluminium Cable 

Gland

3 preformed bungs included for pass-through cable.  
Dimensions: 35 x 12 mm Max Connector size: 8mm Max cable size: 6mm Min cable size: 2mm 

25,45 €

A1- DG20A DG20 Waterproof Aluminium Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm 

39,74 €

A1- DG21A DG21 Waterproof Aluminium Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 9 mm Min cable size: 4.5mm 

44,52 €

A1- DG22A DG22 Waterproof Aluminium Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 14 mm Min cable size: 9mm 

44,52 €

A1- DG30A DG30 Waterproof Aluminium Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 60 x 19 mm Max Connector size: 30mm Max cable size: 25mm 

46,89 €

A1- DG40A DG40 Waterproof Aluminium Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 70 x 19 mm Max Connector size: 40mm Max cable size: 36mm 

54,86 €

A1- DG45A DG45 Waterproof Aluminium Cable 
Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 70 x 19 mm Connector size: 40mm Max cable size: 15 mm Min cable size: 12mm 

54,86 €

A1- DG50A DG50 Waterproof Aluminium Cable 
Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 84 x 23mm Max Connector size: 50mm Max cable size: 47mm 

84,30 €

DG Series Cable Glands - Stainless Steel
A1- DG8S DG8 Waterproof Stainless Steel Cable 

Gland

3 preformed bungs included for pass-through cable.  
Dimensions: 35 x 12 mm Max Connector size: 8mm Max cable size: 6mm Min cable size: 2mm 

45,64 €

A1- DG20S DG20 Waterproof Stainless Steel 
Cable Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm 

56,24 €

A1- DG21S DG21 Waterproof Stainless Steel 
Cable Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 9 mm Min cable size: 4.5mm 

61,12 €

A1- DG22S DG22 Waterproof Stainless Steel 
Cable Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 49 x 19 mm Connector size: 21mm Max cable size: 14 mm Min cable size: 9mm 

61,12 €

A1- DG30S DG30 Waterproof Stainless Steel 
Cable Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 60 x 19 mm Max Connector size: 30mm Max cable size: 25mm 

67,63 €

A1- DG40S DG40 Waterproof Stainless Steel 
Cable Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 70 x 19 mm Max Connector size: 40mm Max cable size: 36mm 

74,99 €

A1- DG45S DG45 Waterproof Stainless Steel 
Cable Gland

3 split preformed bungs included for pass-through cable. (No drilling required).
Dimensions: 70 x 19 mm Connector size: 40mm Max cable size: 15 mm Min cable size: 12mm 

74,99 €

A1- DG50S DG50 Waterproof Stainless Steel 
Cable Gland

Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. Holes 
must be a min of 8 mm from the edge of the bung and 6 mm from other drill holes.
Dimensions: 84 x 23mm Max Connector size: 50mm Max cable size: 47mm 

117,37 €

DG Series Cable Glands – Accessories 
A1- DG21GP Rubber Bung Pack For DG21 Glands Spare bung pack for all DG21 glands 5,24 €
A1- DG22GP Rubber Bung Pack For DG22 Glands Spare bung pack for all DG22 glands 5,24 €
80- SE5GP Rubber Bung Pack For SE5 Glands Spare bung pack for all SE5 glands 5,24 €
80- SE6GP Rubber Bung Pack For SE6 Glands Spare bung pack for all SE6 glands 5,24 €
A1- DGS01 Marine Grade Silicone Sealant  This sealant has been specifically designed as a high-performance cure silicone sealant for the marine 

environment. It is used as a general sealing and bonding agent, ideal for use with the full range of Index 
Marine cable glands.

5,24 €

DR Series Cable Glands - Stainless Steel
A1- DR1 DR1 Waterproof Stainless Steel Multi 

Cable Gland
Allows multiple cables of different sizes to pass through. User drills cable holes to suit cable size. 
Dimensions: 94 x 44 x 23mm Max Connector size: 18mm Max cable size: 10 mm 

49,75 €

SE SERIES CABLE GLANDS
SE Series Cable Glands - Grey Plastic 

A1- SE1 SE1 Waterproof Side Entry Cable  Gland - 
Grey Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 55 x 42 x 16 mm Max cable size: 7mm Min cable size: 2mm 

15,12 €

A1- SE5 SE5 Waterproof Side Entry Cable  Gland - 
Grey Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 9mm Min cable size: 7mm 

25,21 €

A1- SE6 SE6 Waterproof Side Entry Cable  Gland - 
Grey Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 12mm Min cable size: 10mm 

25,21 €

A1- SE7 SE7 Waterproof Twin Entry Side Entry 
Cable  Gland - Grey Plastic

 2 preformed bungs included for pass-through cable - Twin cable. 
Dimensions: 82 x 62 x 24 mm  2 x Max cable size: 6mm Min cable size: 3mm 

25,21 €

SE Series Cable Glands - White Plastic



A1- SE1W SE1 Waterproof Side Entry Cable  Gland - 
White Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 55 x 42 x 16 mm Max cable size: 7mm Min cable size: 2mm 

16,79 €

A1- SE5W SE5 Waterproof Side Entry Cable  Gland - 
White Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 9mm Min cable size: 7mm 

26,88 €

A1- SE6W SE6 Waterproof Side Entry Cable  Gland - 
White Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 12mm Min cable size: 10mm 

26,88 €

A1- SE7W SE7 Waterproof Twin Entry Side Entry 
Cable  Gland - White Plastic

 2 preformed bungs included for pass-through cable - Twin cable. 
Dimensions: 82 x 62 x 24 mm  2 x Max cable size: 6mm Min cable size: 3mm 

26,88 €

VALUE PRODUCT RANGE Svh. 25.5%

SE SERIES CABLE GLANDS
SE Series Cable Glands - Black Plastic

Category 
Prefix

Part Number Description

A1- SE1B SE1B Waterproof Side Entry Cable  
Gland - Black Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 55 x 42 x 16 mm Max cable size: 7mm Min cable size: 2mm 

13,61 €

A1- SE5B SE5B Waterproof Side Entry Cable  
Gland - Black Plastic 

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 9mm Min cable size: 7mm 

24,20 €

A1- SE6B SE6B Waterproof Side Entry Cable  
Gland - Black Plastic

3 preformed bungs included for pass-through cable - single cable. 
Dimensions: 82 x 62 x 24 mm Max cable size: 12mm Min cable size: 10mm 

24,20 €

A1- SE7B SE7B Waterproof Twin Entry Side 
Entry Cable  Gland -- Black Plastic

 2 preformed bungs included for pass-through cable - Twin cable. 
Dimensions: 82 x 62 x 24 mm  2 x Max cable size: 6mm Min cable size: 3mm 

24,20 €

Svh. 25.5%

PREMIUM PRODUCT RANGE
ELECTRICAL JUNCTION BOXES

Category 
Prefix

Part Number Description

Waterproof Junction Box Range Kits
PK- JBCSK Cable Splicer Waterproof Electrical 

Junction Box Kit - 65 x 94 x 57 mm

Small cable splicer kit: IP67 rated enclosure with 6-way connector block.
Dimensions: 65 x 94 x 57 mm

26,85 €

PK- JBSK Small Waterproof Electrical Junction 
Box Kit - 65 x 94 x 57 mm

Small box kit: IP67 rated enclosure with 6 cable glands and a 6-way connector block.
Dimensions: 65 x 94 x 57 mm

28,97 €

PK- JBMK Medium Waterproof Electrical 
Junction Box Kit - 94 x 130 x 57 mm

Medium box kit: IP67 rated enclosure with 10 cable glands and a 12-way connector block.
Dimensions: 94 x 130 x 57 mm

37,46 €

PK- JBLK Large Waterproof Electrical Junction 
Box Kit - 94 x 180 x 57 mm

Large box kit: IP67 rated enclosure with 14 cable glands and a 12-way connector block.
Dimensions: 94 x 180 x 57 mm

47,37 €

PK- JBMEBK Earth Bus Bar Waterproof Electrical 
Junction Box Kit - 94 x 130 x 57 mm

Earth busbar box kit: IP67 rated enclosure with 10 cable glands and a 13-way busbar. 
Dimensions: 94 x 130 x 57 mm

66,47 €

Waterproof Junction Box Range
PA1- JBS Small Waterproof Electrical Junction 

Box - 65 x 94 x 57 mm

Small electrical junction box,  IP67 rated enclosure with 6 flexible ports.
Dimensions: 65 x 94 x 57 mm

21,91 €

PA1- JBM Medium Waterproof Electrical 
Junction Box - 94 x 130 x 57 mm

Medium electrical junction box,  IP67 rated enclosure with 10 flexible ports.
Dimensions: 94 x 130 x 57 mm

29,69 €

PA1- JBL Large Waterproof Electrical Junction 
Box - Dimensions: 94 x 180 x 57 mm

Large electrical junction box,  IP67 rated enclosure with 14 flexible ports.
Dimensions: 94 x 180 x 57 mm

38,17 €

PA1- KS Klikseal M20 grommet-gland Klikseal M20 grommet/gland - suitable for the JBS, JBM and JBL waterproof junction boxes.
Cable size 4 - 11 mm

0,83 €

Junction Box Range
A4- JBBB12 Electrical Junction Box with 12 Way 

Busbar Kit - 143 x 80 x 30 mm

Junction box with 12 way busbar and 2 x 15 mm blind grommets. Dimensions: 143 x 80 x 30 mm
Drilled for cable entry.

67,03 €

A4- JBBB6 Electrical Junction Box with 6 Way 
Busbar Kit - 111 x 60 x 31 mm

Junction box with 6 way busbar and 8 x 10 mm blind grommets. Dimensions: 111 x 60 x 31 mm
Drilled for cable entry.

52,60 €

A4- JBBB6R Electrical Junction Box with 6 Way 
Ring Busbar Kit - 111 x 60 x 31 mm

Junction box with 6 way ring busbar and 8 x 10 mm blind grommets. Dimensions: 111 x 60 x 31 mm
Drilled for cable entry.

44,12 €

A4- JB1P Electrical Junction Box with 6 Way 
Connector Block Kit - 72 x 50 x 25 mm

Junction box with 6 way connector block and 2 x 6.5 mm grommets. Dimensions: 72 x 50 x 25 mm 20,35 €

A4- JB1PB Electrical Junction Box - 72 x 50 x 25 
mm

Blank box junction - drill - for cable entry.
Dimensions: 72 x 50 x 25 mm

8,47 €

A4- JB3P Electrical Junction Box with 12 Way 
Connector Block Kit - 111 x 60 x 31 
mm

Junction box with 12 way connector block and 8 x 10 mm grommets. Dimensions: 111 x 60 x 31 mm 31,39 €

A4- JB3PB Electrical Junction Box - 111 x 60 x 31 
mm

Blank box junction - drill - for cable entry.
Dimensions: 111 x 60 x 31 mm

13,56 €

A4- JB4P Electrical Junction Box with 2 x 12 
Way Connector Block Kit - 143 x 80 x 
30 mm

Junction box with 2 x 12 way connector block and 2 x 15 mm grommets. Dimensions: 143 x 80 x 30 mm 52,60 €

A4- JB4PB Electrical Junction Box - 143 x 80 x 30 
mm

Blank box junction - drill - for cable entry.
Dimensions: 143 x 80 x 30 mm

32,23 €

Waterproof Boxes  

A5- WB1 IP66 Waterproof Junction Box  - 94 x 65 x 
57 mm

Blank junction box with IP66 rated enclosure.
Dimensions: 94 x 65 x 57 mm

22,90 €

A5- WB2 IP66 Waterproof Junction Box  - 130 x 
94 x 57mm

Blank junction box with IP66 rated enclosure.
Dimensions: 130 x 94 x 57mm

31,39 €

A5- WB20 IP54 Waterproof Junction Box 75 x 75 
x 42 mm

Junction box with IP54 rated enclosure and 6 flexible ports.
Dimensions: 75 x 75 x 42 mm

5,08 €

A5- WB21 IP54 Waterproof Junction Box - 90 x 
90 x 45 mm

Junction box with IP54 rated enclosure and 8 flexible ports.
Dimensions: 90 x 90 x 45 mm

8,47 €

A5- WB25 IP65 Waterproof Junction Box - 80 x 
80 x 52 mm

Junction box with IP65 rated enclosure and 6 flexible ports.
Dimensions: 80 x 80 x 52 mm

14,41 €

A5- WB26 IP65 Waterproof Junction Box - 93 x 
93 x 55 mm

Junction box with IP65 rated enclosure and 8 flexible ports.
Dimensions: 93 x 93 x 55 mm

15,26 €

A5- WB3 IP66 Waterproof Junction Box - 110 x 
110 x 66mm

Blank junction box with IP66 rated enclosure.
Dimensions: 110 x 110 x 66mm

34,78 €



A5- WB4 IP66 Waterproof Junction Box - 65 x 
65 x 57mm

Blank junction box with IP66 rated enclosure.
Dimensions: 65 x 65 x 57mm

20,35 €

A5- WB4/1 IP66 Waterproof Junction Box with 2 
Apertures and M12 Cable Glands - 65 
x 65 x 57mm

Junction box with IP66 rated enclosure and 2 x apertures with 2 x CG1 (M12) cable glands.
Dimensions: 65 x 65 x 57mm

24,60 €

A5- WB4/2 IP66 Waterproof Junction Box with 2 
Apertures and M20 Cable Glands - 65 
x 65 x 57mm

Junction box with IP66 rated enclosure and 2 x apertures with 2 x CG2 (M20) cable glands.
Dimensions: 65 x 65 x 57mm

24,60 €

A5- WB5 IP66 Waterproof Junction Box - 94 x 
94 x 57mm  - 65 x 65 x 57mm

Blank junction box with IP66 rated enclosure.
Dimensions: 94 x 94 x 57mm

25,44 €

A5- WB5/1 IP66 Waterproof Junction Box with 4 
Apertures and M12 Cable Glands - 65 
x 65 x 57mm

Junction box with IP66 rated enclosure and 4 x apertures with 4 x CG1 (M12) cable glands.
Dimensions: 94 x 94 x 57mm

34,78 €

A5- WB5/2 IP66 Waterproof Junction Box with 4 
Apertures and M20- Cable Glands - 65 
x 65 x 57mm

Junction box with IP66 rated enclosure and 4 x apertures with 4 x CG2 (M20) cable glands.
Dimensions: 65 x 65 x 57mm

34,78 €

A5- WB5/4 IP66 Waterproof Junction Box with 4 
Apertures and (M25) Cable Glands - 
65 x 65 x 57mm

Junction box with IP66 rated enclosure and 4 x apertures with 4 x CG4 (M25) cable glands.
Dimensions: 65 x 65 x 57mm

30,54 €

A5- WB6 IP66 Waterproof Junction Box - 130 x 
130 x 75mm

Blank junction box with IP66 rated enclosure.
Dimensions: 130 x 130 x 75mm

40,72 €

A5- WB6/1 IP66 Waterproof Junction Box with 6 
Apertures and (M12) cable glands - 
130 x 130 x 75mm

Junction box with IP66 rated enclosure and 6 x apertures with 4 x CG1 (M12) cable glands.
Dimensions: 130 x 130 x 75mm

57,70 €

A5- WB6/2 IP66 Waterproof Junction Box with 6 
Apertures and (M20) cable glands - 
130 x 130 x 75mm

Junction box with IP66 rated enclosure and 6 x apertures with 6 x CG2 (M20) cable glands.
Dimensions: 130 x 130 x 75mm

57,70 €

A5- WB7 IP66 Waterproof Junction Box - 180 x 
110 x 90mm

Blank junction box with IP66 rated enclosure.
Dimensions: 180 x 110 x 90mm

49,21 €

A5- WB8 IP66 Waterproof Junction Box - 180 x 
182 x 90mm

Blank junction box with IP66 rated enclosure.
Dimensions: 180 x 182 x 90mm

49,21 €

A5- WB9 IP66 Waterproof Junction Box - 254 x 
180 x 90mm

Blank junction box with IP66 rated enclosure.
Dimensions: 254 x 180 x 90mm

66,18 €

COAX ADAPTERS
Coax Kits & CG Glands

A6- 100 BNC Coax Connector Kit Professional grade - BNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)

28,27 €

A6- 101 TNC Coax Connector Kit Professional grade - TNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)

27,72 €

A6- 102 BNC Coax Adaptor ‘T’ Piece Professional grade - BNC adaptor ‘T’ piece. Coaxial T adapter with a jack-plug-jack (f-m-f) configuration 
and bayonet fitting. 
Ohms Rating: 50 Ohms

20,10 €

A6- 104 UHF PL259/5 Male Plug Solder Coax 
Adapter

UHF PL259/5 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)

5,54 €

A6- 105 UHF PL259/10  Male Plug Solder Coax 
Adapter

UHF PL259/10 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 10mm (RG58)

5,54 €

A6- 106 5 mm N Plug Coax  Adapter Professional grade 5mm N plug coaxial adapter
Material: silver plated brass Ohms Rating: 50 Ohms cable Entries: 5mm (RG58)

22,45 €

A6- 108 PL259 to BNC Coax Adapter Professional grade PL259 to BNC adapter. Material: plated brass Ohms Rating: 50 Ohms 12,46 €

A6- 109 PL259 In-Line Coax Adapter Professional grade - PL259 In-line coaxial 
Material: plated brass Ohms Rating: 50 Ohms

4,98 €

A6- 112 TNC Coax Adapter Professional grade - TNC coaxial adapter
Material: plated brass Ohms Rating: 50 Ohms

19,12 €

A6- 120PLG BNC Coax Crimp Plug BNC Coax Crimp Plug 4,98 €
A6- 122 PL259 Male to Female 90° Coax Adapter Professional grade - PL259 Male to Female 90° coaxial adapter

Material: plated brass Ohms Rating: 50 Ohms
15,79 €

A6- 312 CG1 (M12) Cable Gland CG1 metric threaded cable gland - M12 - suitable for 3-7mm cables - IP68 rated. 3,31 €
A6- 320 CG2 (M20) Cable Gland CG2 metric threaded cable gland - M20 - suitable for 6-13mm cables - IP68 rated. 3,46 €
A6- 325 CG4 (M25) Cable Gland CG4 metric threaded cable gland - M25 - suitable for 9-17mm cables - IP68 rated. 4,14 €
A6- 332 CG5 (M32) Cable Gland CG5 metric threaded cable gland - M32 - suitable for 13-21mm cables - IP68 rated. 5,81 €
A6- 226 CG6 (M40) Cable Gland CG6 metric threaded cable gland - M40 - suitable for 22-32 mm cables - IP68 rated. 12,46 €
A6- 3202 2 Way Cable M20 Gland 2 way metric threaded cable gland - M20 - IP68 rated. 9,14 €
A6- 3203 3 Way Cable M20 Gland 3 way metric threaded cable gland - M20 - IP68 rated. 9,14 €

Coax Installation Kits
A2- DGKIT1P BNC Coax Adapter With Waterproof 

DG20 Grey Plastic Cable Gland Kit 
Professional grade - BNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 grey plastic cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

41,83 €

A2- DGKIT1PW BNC Coax Adapter With Waterproof 
DG20 White Plastic Cable Gland Kit 

Professional grade - BNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 white plastic cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

43,27 €

A2- DGKIT1A BNC Coax Adapter With Waterproof 
DG20 Aluminium Cable Gland Kit 

Professional grade - BNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 aluminium cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

56,25 €

A2- DGKIT1S BNC Coax Adapter With Waterproof 
DG20 Stainless Steel Cable Gland Kit 

Professional grade - BNC coax connector kit - Pair (male and female)
Material: silver plated brass Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 stainless steel cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

68,37 €

A2- DGKIT4P PL259/5 Male plug Coax Adapter With 
Waterproof DG20 Grey Plastic Cable 
Gland Kit 

UHF PL259/5 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 grey plastic cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

34,61 €

A2- DGKIT4PW PL259/5 Male plug Coax Adapter With 
Waterproof DG20 White Plastic Cable 
Gland Kit 

UHF PL259/5 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 white plastic cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

36,06 €

A2- DGKIT4A PL259/5 Male plug Coax Adapter With 
Waterproof DG20 Aluminium Cable 
Gland Kit 

UHF PL259/5 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 aluminium cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

46,89 €



A2- DGKIT4S PL259/5 Male plug Coax Adapter With 
Waterproof DG20 Stainless Steel Cable 
Gland Kit 

UHF PL259/5 male plug solder adapter for RG58 coaxial cable.
Ohms Rating: 50 Ohms Cable Entries: 5mm (RG58)
DG20 stainless steel cable gland allows multiple cables of different sizes to pass through. User drills cable 
holes to suit cable size. Holes must be a min of 8 mm from the edge of the bung and 6 mm from other 
drill holes.
Dimensions: 49 x 19 mm Max Connector size: 21mm Max cable size: 14mm

61,45 €

ACCESSORIES

Busbars
F- 2241 6 Way Busbar F-2241 6-way nickel plated brass busbar (1 input and 6 output terminals)

Dimensions: 75 x 20mm Rating: 10A Cable Entries: 1 x 5mm, 6 x 4mm Material: Nickel Plated Brass 
21,29 €

F- 2242 6 Way Busbar - F-2242 12 way nickel plated brass busbar (1 input and 12 output terminals)
Dimensions: 116 x 20mm Rating: 10A Cable Entries: 1 x 5mm, 12 x 4mm Material: Nickel Plated Brass 

31,44 €

F- 2243 6 Way Busbar For Rings - F-2243 6 way nickel plated brass busbar for rings
1 x yellow, 6 x blue ring terminals
Dimensions: 95 x 17mm Rating: 10A Cable Entries: 1 x 5mm, 12 x 4mm Material: Nickel Plated Brass 

18,07 €

F- 2244 Busbar Commoning  - F-2244 Suitable for Index Marine busbar range: 6 Way Busbar F-224, 6 Way Busbar - F-2242 and 6 Way Busbar 
For Rings - F-2243. 
Dimensions: 48 x 35mm

5,49 €

Connector Strip - 12 way Nickel Plated Brass with Leaf Protection for cable
F- 3243 6 Amp Connector Block – 12 way Moulded in white polythene with nickel plated bass terminals the strip can be easily cut to size.

Dimensions: 135 x 22 x 19mm Rating: 6A Cable Entries: 12 way x 5mm
5,76 €

F- 3244 10 Amp Connector Block – 12 way Moulded in white polythene with nickel plated bass terminals the strip can be easily cut to size.
Dimensions: 135 x 22 x 19mm Rating: 10A Cable Entries: 12 way x 5mm

5,67 €

F- 3245 16 Amp Connector Block – 12 way Moulded in white polythene with nickel plated bass terminals the strip can be easily cut to size.
Dimensions: 135 x 22 x 19mm Rating: 16A Cable Entries: 12 way x 5mm

8,38 €

F- 3246 10 Amp Plug & Socket Connector Block – 
12 way

Moulded in white polythene with nickel plated bass terminals the strip can be easily cut to size.
Dimensions: 106 x 40 x 17mm Rating: 10A Cable Entries: 12 way x 5mm

7,85 €

BULGIN - PLUG AND SOCKET CONNECTOR KITS
Bulgin - Kits
IP68 DP Waterproof Plugs & Sockets - Packaged. Inc caps & fixing screws

B- DP2 Bulgin 2 Pin Plug and Low flange Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 2 pin plug with low-flange socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket H 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

68,48 €

B- DP2BH Bulgin 2 Pin Plug and Bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 2 pin plug with bulkhead socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

68,48 €

B- DP2IL Bulgin 2 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 2 pin flex in-line plug and socket and caps kit. 
Screw connection.
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

85,62 €

B- DP2P Bulgin 2 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 2 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

37,62 €

B- DP2S Bulgin 2 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 2 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

34,20 €

B- DP2SBH Bulgin 2 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 2 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

37,62 €

B- DP2SIL Bulgin 2 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 2 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

51,34 €

B- DP3 Bulgin 3 Pin Plug and Low Flange Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 3 pin plug with low-flange socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket H 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

70,19 €

B- DP3BH Bulgin 3 Pin Plug and Bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 3 pin plug with bulkhead socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

66,76 €



B- DP3IL Bulgin 3 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 3 pin flex in-line plug and socket and caps kit. 
Screw connection.
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

87,33 €

B- DP3P Bulgin 3 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 3 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

32,48 €

B- DP3S Bulgin 3 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 3 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

37,62 €

B- DP3SBH Bulgin 3 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 3 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

34,20 €

B- DP3SIL Bulgin 3 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 3 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

56,48 €

B- DP4 Bulgin 4 pin plug and low flange socket 
connector kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 4 pin plug with low-flange socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket H 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

73,62 €

B- DP4BH Bulgin 4 Pin Plug and Bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 4 pin plug with bulkhead socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

70,19 €

B- DP4IL Bulgin 4 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 4 pin flex in-line plug and socket and caps kit. 
Screw connection.
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

87,33 €

B- DP4P Bulgin 4 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 4 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

37,62 €

B- DP4S Bulgin 4 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 4 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

37,62 €

B- DP4SBH Bulgin 4 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 4 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

35,91 €

B- DP4SIL Bulgin 4 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 4 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

54,76 €

B- DP6 Bulgin 6 Pin Plug and Low Flange Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 6 pin plug with low-flange socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket H 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

95,90 €

B- DP6BH Bulgin 6 Pin Plug and Bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 6 pin plug with bulkhead socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

90,76 €

B- DP6IL Bulgin 6 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 6 pin flex in-line plug and socket and caps kit. 
Screw connection.
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

97,62 €



B- DP6P Bulgin 6 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 6 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

51,34 €

B- DP6S Bulgin 6 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 6 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

51,34 €

B- DP6SBH Bulgin 6 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 6 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

39,34 €

B- DP6SIL Bulgin 4 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 4 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

56,48 €

B- DP7 Bulgin 7 Pin Plug and Low Flange Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 7 pin plug with low-flange socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket H 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

82,19 €

B- DP7BH Bulgin 7 Pin Plug and Bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 –7 pin plug with bulkhead socket and caps kit. 
Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

85,62 €

B- DP7IL Bulgin 7 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 7 pin flex in-line plug and socket and caps kit. 
Screw connection. 
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

107,90 €

B- DP7P Bulgin 7 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 7 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

49,62 €

B- DP7S Bulgin 7 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 7 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

35,91 €

B- DP7SBH Bulgin 7 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 7 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

41,05 €

B- DP7SIL Bulgin 7 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 7 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

59,91 €

B- DP9 Bulgin 9 Pin Plug and Low Flange Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 9 pin plug with low-flange socket and caps kit. 
Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Low-flange socket L 44.5 x W 44.5 x D 27, Socket 
cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

80,47 €

B- DP9BH Bulgin 9 Pin Plug and bulkhead Socket 
Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 9 pin plug with bulkhead socket and caps kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Plug L 69 x Dia 38, Plug cap L 16 x Dia 38, Buckhead socket H 44.5 x W 44.5 x socket L 43, 
Socket cap L 20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

70,19 €

B- DP9IL Bulgin 9 Pin Flex In-line Plug and Socket 
Cable Connector Kit

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 9 pin flex in-line plug and socket and caps kit. 
Screw connection.
Dimensions: PIn-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 In-line socket L 65 x Dia 38 Socket cap L 
20.5 x Dia 38, Rating: 277V 12A, Cable Size: 3.5 – 9mm.

89,05 €

B- DP9P Bulgin 9 Pin Flex In-line Plug Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 – 9 pin flex in-line plug connector and cap.
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: In-line Plug L 69 x Dia 38, Plug cap L 16 x Dia 38 Socket cap L 16 x Dia 38, Rating: 277V 12A, 
Cable Size: 3.5 – 9mm.

35,91 €



B- DP9S Bulgin 9 Pin Low Flange Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 9 pin low-flange socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Low-flange socket L 44.5 x W 44.5 x D 27, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

47,91 €

B- DP9SBH Bulgin 9 Pin Bulkhead Socket Connector 
and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 9 pin bulkhead socket and cap kit. 
Screw connection. Supplied with stainless steel fixing screws. 
Dimensions: Bulkhead socket H 44.5 x W 44.5 x L 43, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

37,62 €

B- DP9SIL Bulgin 9 Pin Flex In-Line Socket 
Connector and Cap

Bulgin Buccaneer Standard Series of Flex Cable Connectors are robust and versatile connectors for power 
management solutions. With a screw locking mating system that ensures a secure connection, these 
compact connectors are ideal for use in challenging conditions. 
IP68 - 9 pin flex in-line socket and cap kit. 
Screw connection. 
Dimensions: In-line socket L 65 x Dia 38, Socket cap L 20.5 x Dia 38 
Rating: 277V 12A, Cable Size: 3.5 – 9mm.

66,76 €

VALUE PRODUCT RANGE Svh. 25.5%

GRAFTER PLUG AND SOCKET CONNECTORS
Category 

Prefix
Part Number Description

Grafter series solder connectors - Individual items
VB- 22AM02PL Grafter 2 Pin Male In-Line Plug 

Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

12,48 €

VB- 22PF02F Grafter 2 Pin Panel Mount Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

15,82 €

VB- 22AF02PL Grafter 2 Pin Female In-Line Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

15,82 €

VB- 22AM03PL Grafter 3 Pin Male In-Line Plug 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68,  Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

14,14 €

VB- 22PF03F Grafter 3 Pin Panel Mount Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

18,32 €

VB- 22AF03PL Grafter 3 Pin Female In-Line Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 
250V 12A (2 pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

18,32 €

VB- 22AM04PL Grafter 4 Pin Male In-Line Plug 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68,  Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

14,98 €

VB- 22PF04F Grafter 4 Pin Panel Mount Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68,  Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

19,98 €

VB- 22AF04PL Grafter 4 Pin Female In-Line 
Socket Connector – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

19,98 €



VB- 22AM05PL Grafter 5 Pin Male In-Line Plug 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68,  Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

15,82 €

VB- 22PF05F Grafter 5 Pin Panel Mount Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA) 

19,98 €

VB- 22AF05PL Grafter 5 Pin Female In-Line 
Socket Connector – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

19,98 €

VB- 22AM06PL Grafter 6 Pin Male In-Line Plug 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

17,48 €

VB- 22PF06F Grafter 6 Pin Panel Mount Socket 
Connector – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

25,82 €

VB- 22AF06PL Grafter 6 Pin Female In-Line 
Socket Connector – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2 
pin, 3 pin, 4 pin) 250V 5A (5 pin - 6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

22,48 €

VB- 22PCFA Protective cap Male (Aluminium) 5,60 €

VB- 22PCMP Protective cap Female (Plastic) 2,66 €

Grafter series solder connectors - Kits
VB- KIT2IL Grafter 2 Pin In-Line Pair Of Grafter 

Connectors – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

27,48 €

VB- KIT2PS Grafter 2 Pin Plug And Panel-Mount 
Socket Pair Of Connectors With 
Protective Cap For Socket - Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

27,48 €

VB- KIT3IL Grafter 3 Pin In-Line Pair Of Grafter 
Connectors – Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

31,64 €

VB- KIT3PS Grafter 3 Pin Plug And Panel-Mount 
Socket Pair Of Connectors With 
Protective Cap For Socket - Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

31,64 €

VB- KIT4IL Grafter 4 Pin In-Line Pair Of 
Grafter Connectors – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

34,98 €

VB- KIT4PS Grafter 4 Pin Plug And Panel-
Mount Socket Pair Of Connectors 
With Protective Cap For Socket - 
Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

34,98 €



VB- KIT5IL Grafter 5 Pin In-Line Pair Of 
Grafter Connectors – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

35,82 €

VB- KIT5PS Grafter 5 Pin Plug And Panel-
Mount Socket Pair Of Connectors 
With Protective Cap For Socket - 
Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

35,82 €

VB- KIT6IL Grafter 6 Pin In-Line Pair Of 
Grafter Connectors – Solder 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

39,97 €

VB- KIT6PS Grafter 6 Pin Plug And Panel-
Mount Socket Pair Of Connectors 
With Protective Cap For Socket - 
Solder Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, 4, 5 and 6 pin variants.
Solder terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin, 4 pin, 5 pin and 6 pin, IP Rating: IP68, Rating: 250V 12A (2-4 
pin), 250V 5A (5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

41,63 €

Grafter series screw terminal connectors - Individual items
VB- 23AM02PL Grafter 2 Pin Male In-Line Plug 

Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

12,48 €

VB- 23PF02F Grafter 2 Pin Panel Mount Socket 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

15,82 €

VB- 23AF02PL Grafter 2 Pin Female In-Line Socket 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 
– 8.5mm, Material: Polyamide (PA)

15,82 €

VB- 23AM03PL Grafter 3 Pin Male In-Line Plug 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

14,14 €

VB- 23PF03F Grafter 3 Pin Panel Mount Socket 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

18,32 €

VB- 23AF03PL Grafter 3 Pin Female In-Line Socket 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 
– 8.5mm, Material: Polyamide (PA)

18,32 €

VB- 23AM04PL Grafter 4 Pin Male In-Line Plug 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

14,98 €

VB- 23PF04F Grafter 4 Pin Panel Mount Socket 
Connector – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Dimensions: L 24 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 – 
8.5mm, Material: Polyamide (PA)

19,98 €

VB- 23AF04PL Grafter 4 Pin Female In-Line 
Socket Connector – Screw 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
3 x pre-formed bungs included, suitable for cable sizes 6.5 or 8.5 mm
Dimensions: L 54.3 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68 Rating: 250V 12A,  Cable Size: 6.5 
– 8.5mm, Material: Polyamide (PA)

19,98 €

Grafter series screw terminal connectors - Kits



VB- KITS2IL Grafter 2 Pin In-Line Pair Of Grafter 
Connectors – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
With protective cap.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

27,48 €

VB- KITS2PS Grafter 2 Pin Plug And Panel-Mount 
Socket Pair Of Connectors With 
Protective Cap For Socket - Screw 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

27,48 €

VB- KITS3IL Grafter 3 Pin In-Line Pair Of Grafter 
Connectors – Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
With protective cap.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

31,64 €

VB- KITS3PS Grafter 3 Pin Plug And Panel-Mount 
Socket Pair Of Connectors With 
Protective Cap For Socket - Screw 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

31,64 €

VB- KITS4IL Grafter 4 Pin In-Line Pair Of 
Grafter Connectors – Screw 
Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
With protective cap.
Dimensions: L 99 x Dia 26 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

34,98 €

VB- KITS4PS Grafter 4 Pin Plug And Panel-
Mount Socket Pair Of Connectors 
With Protective Cap For Socket - 
Screw Terminal

The Grafter range of environmentally rated sealed circular connectors, plugs and sockets are designed to deliver 
safe, secure and reliable connections for harsh environment applications.
Rated at up to 250V and 12A the Grafter connectors are suitable for lighting, audio, nav kit and many other 
electrical accessories. They are small, unobtrusive and come with waterproof caps to keep water out when 
disconnected. The Grafter range offers in-line plugs and sockets, and optional mounted sockets with connector 
locking system.
Available 2, 3, and 4 pin variants.
Screw terminal block.
3 x pre-formed bungs included, suitable for cable size 6.5 or 8.5 mm.
Dimensions: L 72 x Dia 31 mm, Pin Option: 2 pin, 3 pin and 4 pin, IP Rating: IP68, Rating: 250V 12A (2-4 pin), 250V 5A 
(5-6 pin),  Cable Size: 6.5 – 8.5mm, Material: Polyamide (PA)

34,98 €

VA1- 682-A2 Unite 2 Pin Screw Terminal Block 
Connector With M20 Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

6,62 €

VA1- 682-A3 Unite 3 Pin Screw Terminal Block 
Connector With M20 Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

7,35 €

VA1- 682-A4 Unite 4 Pin Screw Terminal Block 
Connector With M20 Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

8,43 €

VA1- 684-C2 Unite 2 Pin (1 Input – 2 Output) Screw 
Terminal Block Connector With M20 
Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector.
Available with 2 pin.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

7,16 €

VA1- 682-A234-3 Unite Multi 2/3/4 Pin Triple Pack - Screw 
Terminal Block Connector With M20 
Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin multi-pack variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

19,58 €

VA1- 682-A2-2 Unite Multi 2 Pin Twin Pack - Screw 
Terminal Block Connector With M20 
Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin multi-pack variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

11,65 €



VA1- 682-A3-2 Unite Multi 3 Pin Twin Pack - Screw 
Terminal Block Connector With M20 
Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector
Available 2,3 and 4 pin multi-pack variants.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

14,00 €

VA1- 684-C2-2 Unite Multi 2 Pin (1 Input – 2 Output) 
Twin Pack - Screw Terminal Block 
Connector With M20 Cable Gland

The Unite value range of M20 cable gland connectors with screw terminal block are incredibly easy to install and are 
ideal for straightforward cable connecting or routing through panels for harsh environment applications. IP69 rated, 
the connectors are manufactured with an eco-friendly housing material with copper inner conductors that ensure 
high-temperature resistance.
IP68 – electrical cable connector.
Available with 2 pin.
Screw terminal block connector with M20 cable gland.
2 x pre-formed bungs included, suitable for cable size 5-9 or 9-12 mm.
Dimensions: L 76 x Dia 27 mm, Rating: 450V 16A, Conformity Declaration: CE

12,55 €

PREMIUM PRODUCT RANGE
ELECTRONIC PRODUCT RANGE

Category 
Prefix

Part Number Description Svh. 25.5%

Exhaust Temperature Alarms
C- 2805 Boat Exhaust Temperature Alarm And 

Sensor - Panel Mount, Single Sensor - 
2805

Small and simple panel mount device gives an audible and visual alarm should the exhaust temperature rise due to 
pump failure or water blockage. The system is suitable for 12 or 24v operation and is supplied with one 90°C sensor 
(other sensors are available if required) with 5m of connecting cable. Built-in test assures the user of correct 
operation.
Dimensions: W 92 x H 52 x D 30mm

174,73 €

C- 2806 Boat Exhaust Temperature Alarm And 
Sensor - Panel Mount, Twin Sensors - 
2806

Small and simple panel mount device gives an audible and visual alarm should the exhaust temperature rise due to 
pump failure or water blockage. The system is suitable for 12 or 24v operation and is supplied with two 90°C 
sensors (other sensors are available if required) with 5m of connecting cable. Built-in test assures the user of 
correct operation.
Dimensions: W 92 x H 52 x D 30mm

199,70 €

Flood Detection 
C- BE10 Pump Control Panel - With Adjustable 

Automatic Pump Run Time - BE10
Panel mounted pump control panel suitable for 12 or 24V DC supply. When coupled with Index Marine’s BE51/BE55 
optical and resistive fluid sensors, float switches and capacitance level sensors, the Pump Control Unit provides 
automatic pump running to ensure there is no dangerous build-up of water or fluids, making it ideal for use in 
working boats as well as land-based applications where water ingress is a problem.
Adjustable automatic pump run time 30-120 secs and manual pump override. 
Low current consumption ensures minimum battery drain.
Compatible with Index Marine's BE51 optical sensors and BE55 resistive sensors, bilge float switches and 
capacitance type level sensors.
Pulsed system allows for momentary splashing without triggering the pump.
The unit has reverse polarity and transient voltage protection.
Dimensions: W 100 x H 70 x D 40mm, Maximum Switching Current: 15A.

297,88 €

C- BE15 Four Station Bilge Alarm - BE15 The 4 station bilge alarm system comprises of a control panel fitted with LED lights for flood warning and “Power 
ON”, a 90 dB siren, push button switchable - “Power ON / OFF” and alarm silence. The BE15 alarm system monitors 
fluid levels in up to four areas simultaneously and is packaged as a sealed unit that is easy to install. A suitable 
solution for working, military and special use boats used in harsh environments to alert the crew to the presence of 
water in the boat’s bilges. 
Compatible with Index Marine’s BE55 resistive or BE51 optical fluid sensors as well as many other third-party sensor 
types. 
Dimensions:  W 130 x H 130 x D 75mm

447,65 €

C- BE16 Four Station Alarm Panel - BE16 Monitoring up to 4 zones and compatible with Index Marine’s BE51/BE55 optical and resistive fluid sensors as well 
as third party sensor types, the BE16 offers low power consumption for indoor stations monitoring water level and 
other inputs. It is ideal for use in building and infrastructure flood alert systems.
Versatile alarm panel monitors up to 4 independent zones.
Ideal for flood defence and other water level/ingress monitoring applications as well as marine applications.
Rugged solid-state design powered from 12 or 24V DC supply.
Reverse polarity- and transient voltage-protected.
Very low current consumption.
Compatible with Index Marine’s BE55 resistive or BE51 optical fluid sensors as well as many other third-party sensor 
types. 
Dimensions:  W 100 x H 70 x D 40 mm

374,43 €

C- BE18 Water Ingress Four Station Alarm Panel - 
BE18

Monitoring up to 4 zones and compatible with Index Marine’s BE51/BE55 optical and resistive fluid sensors as well 
as third party sensor types, the BE16 offers low power consumption for indoor stations monitoring water level and 
other inputs. It is ideal for use in building and infrastructure flood alert systems.
Versatile alarm panel monitors up to 4 independent zones.
Ideal for flood defence and other water level/ingress monitoring applications as well as marine applications.
Rugged solid-state design powered from 12 or 24V DC supply.
Reverse polarity- and transient voltage-protected.
Very low current consumption.
Compatible with Index Marine’s BE55 resistive or BE51 optical fluid sensors as well as many other third-party sensor 
types. 
Dimensions:  W 100 x H 70 x D 40 mm

414,37 €

C- BE20 Water Ingress Alarm Panel – Dual Station 
Level Alarm – BE20

Designed to monitor high or low levels of liquids, the BE20 has two channels with audio alarm and independent 
annunciator lights. It is ideal for monitoring water ingress in boat bilges and compartments, and buildings and 
infrastructure in flood-prone areas. Compatible with Index Marine’s BE51 optical and BE55 resistive fluid sensors as 
well as many other third-party sensor types.
Panel mount with simple terminal block connections make for easy installation
Intelligent level alarm unit that can independently monitor liquids to either high or low levels.
Ideal for monitoring bilge and compartment levels, holding tanks, as well as domestic and commercial flood defence 
and water ingress monitoring etc.
Independent inputs can be set for either “high” or “low” level fluid monitoring.
Very low current consumption.
Dimensions:  W 100 x H 70 x D 40 mm

247,96 €

C- BE51 Bilge Water Sensor – Optical Fluid Sensor 
– BE51

Designed with no moving parts (unlike float switches) to detect liquid levels ideal for fluid monitoring. Compatible 
with all Index Marine and third-party alarm panel products.
The resistive fluid sensor is fitted with two small probes which allow very low voltage and extremely low amperage 
to pass between them when immersed in fluid. When detection circuitry is triggered by the presence of fluid, a 
signal is sent to the control panel.
Supplied with a 10m lead and is ideal for marine applications, flood detection, control and defence in domestic, 
industrial or infrastructure environments.
Dimensions: Sensor L 50mm x Dia 20mm

198,03 €

C- BE55 Bilge Water Sensor - Resistive Fluid 
Sensor - BE55

Designed with no moving parts (unlike float switches) to detect liquid levels ideal for fluid monitoring. Compatible 
with all Index Marine and third-party alarm panel products. 
The optical fluid sensor uses light refraction to detect fluids. When detection circuitry is triggered by the presence 
of fluid, a signal is sent to the control panel. The sensor is safe for use in the presence of volatile gases. 
Supplied with a 10m lead and is ideal for marine applications, flood detection, control and defence in domestic, 
industrial or infrastructure environments.infrastructure environments.
Dimensions: Sensor L 50mm x Dia 20mm

83,21 €

C- BE99 Float Switch The heavy-duty float switch is an ideal water sensor for bilge pumps. Designed for the toughest environments the 
device is completely sealed. and the metal capsulation enhances the flawless operation. Suitable for use with 12v, 
24v or 32v DC. 
The device turns on the pumps when the water level reaches 51 mm (2 inches) and turns off when the level drops 
to 19 mm (3/4 of an inch).
Max Amps 20A
Wire length 1M
Wire Gauge Size 18
Mercury Free
Dimensions: L 130 x W44 x H54mm

37,44 €

Galvanic Isolators



H- 2160A16 Index Marine Galvanic Isolator 16 Amps - 
For Boats

Galvanic Isolators prevent galvanic corrosion caused by galvanic current flow. The 16 Amp galvanic isolator works by 
placing a rectifier network between the earth connection the boat and shore-based mains power supply. This stops 
the small continuous electrical currents that are generated by galvanic reactions between the various metals in 
contact with one another and the water which can cause rapid and heavy corrosion of underwater metalwork.
Variants are available to cater for 16Amp, 32 Amp and 70 Amp shore and vessel electrical systems. The appropriate 
variant should be installed in-line in the earth cable between where shore power enters the boat and the vessels 
electrical distribution panel. All vessels will benefit from the installation of a correctly installed galvanic isolator, and 
many marinas make their use mandatory.
Galvanic Isolators are also known as zinc savers. 
Dimensions: 120 x 77 x 85 mm, Weight: 592g, Rating: 16A, AC Frequency: 50/60Hz, Max Continuous Current: 35A 
(Maximum continuous power can flow indefinitely for the IM216016 model), Max Surge Current: 400A, Operating 
Temperature Range: -55 - 150 °C, Conformity Declaration: CE

131,80 €

H- 2160A32 Index Marine Galvanic Isolator 32 Amps - 
For Boats

Galvanic Isolators prevent galvanic corrosion caused by galvanic current flow. The 32 Amp galvanic isolator works by 
placing a rectifier network between the earth connection the boat and shore-based mains power supply. This stops 
the small continuous electrical currents that are generated by galvanic reactions between the various metals in 
contact with one another and the water which can cause rapid and heavy corrosion of underwater metalwork.
Variants are available to cater for 16Amp, 32 Amp and 70 Amp shore and vessel electrical systems. The appropriate 
variant should be installed in-line in the earth cable between where shore power enters the boat and the vessels 
electrical distribution panel. All vessels will benefit from the installation of a correctly installed galvanic isolator, and 
many marinas make their use mandatory.
Galvanic Isolators are also known as zinc savers. 
Dimensions: 144 x 77 x 85 mm, Weight: 642g, Rating: 32A, AC Frequency: 50/60Hz, Max Continuous Current: 35A 
(Maximum continuous power can flow for 45 minutes for the IM216032 model), Max Surge Current: 400A, 
Operating Temperature Range: -55 - 150 °C, Conformity Declaration: CE

164,75 €

H- 2160A70 Index Marine Galvanic Isolator 70 Amps - 
For Boats

Galvanic Isolators prevent galvanic corrosion caused by galvanic current flow. The 70 Amp galvanic isolator works by 
placing a rectifier network between the earth connection the boat and shore-based mains power supply. This stops 
the small continuous electrical currents that are generated by galvanic reactions between the various metals in 
contact with one another and the water which can cause rapid and heavy corrosion of underwater metalwork.
Variants are available to cater for 16Amp, 32 Amp and 70 Amp shore and vessel electrical systems. The appropriate 
variant should be installed in-line in the earth cable between where shore power enters the boat and the vessels 
electrical distribution panel. All vessels will benefit from the installation of a correctly installed galvanic isolator, and 
many marinas make their use mandatory.
Galvanic Isolators are also known as zinc savers. 
Dimensions: 194 x 77 x 85 mm, Weight: 945g, Rating: 32A, AC Frequency: 50/60Hz, Max Continuous Current: 100A 
(Maximum continuous power can flow for 25 minutes for the IM216070 model), Max Surge Current: 500A, 
Operating Temperature Range: -55 - 150 °C, Conformity Declaration: CE

219,67 €

H- 2200 Index Marine Electrical Status Fault 
Indicator For The 2160 Range Of 
Galvanic Isolators - For Boats (Passive)

Provides a monitoring LED light panel, which can indicate problems with the vessels’ earthing system and any AC or 
DC fault conditions alerting you to shut down electrics immediately and seek a professional electrician for advice.
Compatible with the Index Marine 16Amp, 32 Amp and 70 Amp galvanic isolators.
The 2200 is a passive electrical status/fault indicator that utilises the galvanic isolator as a current flow sensor, 
detecting current flow and voltage drop across the device’s terminals. It can be mounted in a prominent position so 
that boat crew and users are immediately alerted to electrical fault conditions that would exacerbate the galvanic 
corrosion problem, but more importantly could be hazardous to those on board the vessel. ‘Passive’ refers to the 
fact that the indicator unit consumes no electric power under normal conditions, only receiving power when there 
is current flow through the galvanic isolator, and thereby accurately indicating a fault in the vessel or shore power 
electrical systems.
Dimensions: 100 x 70 x 40 mm

36,61 €


